
Grape & Fruit Mechanisationists

Orchard Agrimech off ers a wide choice 
of agricultural machinery to meet every 
grape & fruit farmer’s requirements.

We are committed to mechanising your farming operation with  innovative and 
dependable solutions. Our focus is to provide well proven products to improve 
quality and productivity, and ultimately to increase profitability for our agricultural 
customers. We stand behind all of our products - no matter what! We will do 
whatever it takes to ensure that our customers remain loyal to the products we 
deliver to them.



CREATED FOR THE SOUTH AFRICAN GRAPE & FRUIT FARMER



Model FS 500

Spreading width without 
directional channel (m)

ø 14

Spread width with directional 
channel (m)

From centre line in 
each direction: 1.7

Height (mm) 1500

Length (mm) 1200

Weight (Kg) 100

Capacity (Litre) 450

PTO Speed 540 rpm

Number of wings 6

OSAM Fertiliser Spreader

OSAM fertiliser spreaders offer precision and 
ease of use.

The fertiliser spreaders adapt to all kinds of 
work: spreading fertiliser across open fields, 
along field edges and marginal zones, late 
fertilisation, and application to special crops 
(wine-growing, tree cultivation, market-
gardening, etc.). The spreaders are ideal 
for granular fertilizers, seed, crystalline 
herbicide, granular pesticide, sand and salt.

The units are equipped with a strong, cast 
iron gearbox and a fixed agitator as standard. 
The drive line is shielded and the hopper 
is an all steel, seamless unit. Paint is heat 
treated and offers resistance to chemical 
and moisture corrosion.



Model RB 870

Tying method Twine

Bale size (mm) ø 500, length 700

Height (mm) 1350

Length (mm) 1300

Width (mm) 1300

Weight (Kg) 440

Width of pick-up (mm) 800

Capacity (bales per hour) 80 - 120

Working speed (Km/h) 3 - 5

Size tractor required 30 - 50 Hp

Tire size 16 6.50 - 8

OSAM Round Baler

The OSAM round baler  operates with 
remarkably low noise levels. Its steel 
compression rollers make tight tiny 
bales, the density of which can be set in 
three levels.

When the bale is rolled to size the fully 
automatic system sounds a buzzer and 
binds the bale with twine. The number 
of binds can be set to eight or ten.

The hydraulic power package opens the 
gate without connecting the hose to a 
tractor and the finished bale rolls out.



OSAM Vineyard Mower

The OSAM vineyard drum mower is 
perfect in areas where there are many 
obstacles or manuverability is limited.

Each mowing disc contains three cutting 
blades with springs. Both edges of the 
blades can cut. Thus, if one edge wears 
the other edge can be used as the discs 
ratates inversely. Cutting blades can be 
replaced by a special spanner without 
dismantling the disc.

Operating safety of the mower is 
provided by a safety system with spring 
thrust. There is also a safety spring clutch 
on the main shaft of the mower.

Model DMV 165

Number drums 2

Number of blades 6

Height (mm) 970

Length (mm) 1850

Width (mm) 900

Weight (Kg) 320

Cutting width (mm) 1650

PTO revs 540

Size tractor required 40 Hp


